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The Sharkee antenna kit for the Tennessee Highway Patrol consist of the following components;

GPSB (Sharkee™) – The GPSB offers three internal antennas, 2G/3G/4G Cell, Wi-Fi/WiMAX & GPS base and an optional whip mounting. Black ASA engineering plastic, nickel plated stud, aluminium alloy, and copper elements.


TPX-VH-UHF-BA-TNC -Triplexer for GSPB combines signal of three radios VHF 136-174 MHz, UHF 380-520 MHz & 7/800MHz, TNC (f). Body of aluminium with nickel plating finished in black.


ASF-155-S4-821-	Triband Whip for GPSB, VHF 145-174 MHz/UHF 420-480 MHz/7/800MHz. Flexible TPE, PVC and stainless steel.


C32SP-3SP-Cable WLAN, 10', SMA (m)-SMA (m). High performance, low loss, double shielded 5mm coaxial cable. UV stabilized TPE, tin plated copper, aluminium, cellular polythene. RoHS compliant.


C23F-3T- Cable, WHIP, 10', FME (f)-TNC (m). Proprietary shielded braid low loss CS23 cable. RoHS compliant UV stabile TPE, copper, nickel plating. 

 
C23B-1T-Cable for VHF radio, 3.3', TNC (m)-BNC (m). Proprietary shielded braid low loss CS23 cable. RoHS compliant UV stabile TPE, copper, nickel plating.

 
C23T-1MP-Cable for 7/800 radio, 3.3', TNC (m)-Mini-UHF (m). Proprietary shielded braid low loss CS23 cable. RoHS compliant UV stabile TPE, copper, nickel plating.


C23T-1PLP-Cable for UHF radio, 3.3', TNC (m)-PL259 (m). Proprietary shielded braid low loss CS23 cable. RoHS compliant UV stabile TPE, copper, nickel plating.


C29F-5SJ-Cable CELL, 16', SMA (f)-FME (f). High performance, ultralow loss, double shielded 5mm coaxial cable. UV stabilized TPE, tin plated copper, aluminium, cellular polythene. RoHS compliant.


C23F-3P-Cable GPS, 10', FME (m)-FME (f). ). Proprietary shielded braid low loss CS23 cable. RoHS compliant UV stabile TPE, copper, nickel plating.


DPD-GPS-GPS Power Divider, 157MHz FME (m). Aluminium housing finished in black.


C23F-2SMAP-GPS Cable MVR, 7', FME (f)-SMA (m). Proprietary shielded braid low loss CS23 cable. RoHS compliant UV stabile TPE, copper, nickel plating.


C23F-2SMAP-GPS Cable APX, 7', FME (f)-SMA (m). Proprietary shielded braid low loss CS23 cable. RoHS compliant UV stabile TPE, copper, nickel plating.

