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S T A T E  O F  T E N N E S S E E 
      January 1, 2015 
 

SPECIAL PROVISION 
 

REGARDING 
 

TRAFFIC QUEUE PROTECTION 
 

Description:  When construction activities are performed on control-access or limited access 
facilities, the Contractor shall pursue efforts for the protection of traffic queues caused by 
project operations and clearly demonstrate adequate good faith efforts as described herein.  
The queue protection truck is expected to alert motorists (inside or outside of project limits) of 
all stopped traffic caused by construction activities or incidents within the project limits. 

 
Equipment:  The contractor shall provide a minimum of one (1) queue protection truck 
for each traveling direction where traffic flow is reduced. One (1) additional queue 
protection truck shall be onsite in reserve. The system deployed must fulfill the following 
minimum requirements: 

 
1. A truck mounted attenuator that meets or exceeds NCHRP TL-3 

requirements. 
2. Four (4) round yellow strobe lights (with auto-dimmers) positioned rear 

facing  
• Two (2) mounted under rear bumper 
• Two (2) mounted at cab level 

3. One (1) standard cab mounted light bar. 
4. A truck mounted message board with a minimum of 3 Lines and 8 Characters 

per line. 
5. Four Hour National Traffic Incident Management (TIM) Responder Training 

for Queue Truck Operators. 
 
 

Maintenance of Traffic:  The following procedures will be followed until free flow traffic 
conditions are present: 
 

• The queue protection truck shall be positioned no further than ½ mile 
upstream from the back of the slow moving traffic. 

• The queue protection truck shall be positioned on the shoulder and clear of 
the traveled way so as not to impede traffic. 

• The queue protection truck shall relocate as needed to maintain the 
minimum ½ mile distance from the back of the slow moving traffic. 

• The 2nd queue protection truck shall be held in reserve, on site, and 
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support the primary truck if conditions prevent repositioning by reverse.  
This truck shall not be paid for idle time. 

• Trucks shall be kept in project limits during planned lane closures and 
other project activities expected to cause a queue. 

• Queue length estimates and traffic conditions shall be reported to the 
TDOT  District Operations Supervisor or designee at the following 
periods: 

1. At 30 minute intervals 
2. At significant changes 
3. When free flow traffic is achieved 

 
The queue protection truck shall be mobilized as directed by the District Operations Supervisor or 
designee and shall be de-mobilized when free flow conditions are reached. 
 
Basis of Payment:  The queue protection truck, all related equipment, and labor shall be paid for as 
Item No. 712-08.10, per hour.  All costs are to be included in the price bid.  Idle time shall not be 
paid. 


