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(2) MAXIMUM FILL HEIGHT BASED ON BEDDING STANDARD, DWG. D-PB-1. o
SPECIFICATIONS FOR REINFORCED CONCRETE OVAL PIPE SHALL CONFORM TO AASHTO
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48 12.87 46" x46 57 |5l | 237 | 9 988 4 & 8 | 10 BEDDING MATERIAL 55
60" 19.81 57"x57" 6" 7 12857105 1537 4 & 8 12 BEDDING MATERIAL ~ (CL.B)
BEDDING MATERIAL—fg ==
72" 28.0 68"x68" | 8“ | 107 | 34 | 12~ 2420 488 | 10 A%EE‘;) = (CL.B) (TYPE 29 J STANDARD
84" 38.9 80“x80" | 8” | 107 | 40" | 16" 2930 486 | 13 (TYPE 2) OVAL & FLAT
96" 50. 4 91”x91” | 8L%"| 10”7 [45V5"|17Y%" 3300 4 &6 | 14 CLAT BASE PIPE VERTICAL OVAL PIPE HORIZONTAL OVAL PIPE BASE CONCRETE
102" 57.3 97"x97” | 97 | 10” |[48Y% 18167 3900 4 & 6 | 15 CULVERT PIPE
(3) CATTLE PASS CULVERT PIPE SKETCHES SHOWING PLACING OF BEDDING MATERIAL (CL. B) FOR OVAL AND FLAT BASE PIPE CULVERT.
FOR OTHER BEDDING DETAILS, SEE STANDARD DRAWING D-PB-1. D-PO-1




