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SLIPCOVER OVER HARDWARE 1 FABRIC PROPERTY ASTM TEST METHOD
( ] HARDWARE CLOTH FOR VALUES (MARVS)
CLOTH - WRAP GEOTEXTILE \ / N ADDED SUPPORT. ANCHOR
AROUND OUTSIDE OF WOOD | 8 . | TO FRAME USING HEAVY GRAB TENSILE STRENGTH ASTM D4632 >180 LBS
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R it PR LS | (AOS) U.S. STANDARD SIEVE
E o N PERMEABILITY ASTM D4491 >0.12 INCHES/SEC
D PERMITTIVITY ASTM D4491 >1.5 SEC™!
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32" SQUARE CATCH BASIN N RS % 12" ANCHOR FLAP
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l v P e // OPENING SIZE 0.5 INCH X 0.5 INCH
RN WIRE SIZE 19 GAUGE
WIRE DIAMETER 0.041 INCHES
WEIGHT £ 0.2 LBS/SF
SECTION A-A GRADE LOW CARBON STEEL (C1008)
T e TYPE WELDED HOT GALVANIZED STEEL WIRE FABRIC
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FABRICATION SPECIFICATIONS:
SECTION B-B 1.GEOTEXTILE SLIPCOVER FABRIC SHALL HAVE HEAT-CUT FUSING FABRIC EDGES FOR

STRENGTH STATE OF TENNESSEE
N.T.S. o DEPARTMENT OF TRANSPORTATION
2.ALL SEAMS SHALL BE SEWN WITH TWO INDEPENDENT ROWS OF LOCK-TYPE

STITCHING, USING UV-BONDED POLYESTER THREAD (MINIMUM OF 138 POUNDS)

WITH MINIMUM OF SIX STITCHES PER INCH. CATCH BASIN
FROSION CONTROL PLAN LEGEND: [::] CATCH BASIN FILTER ASSEMBLY (TYPE 1) . THE INSIDE ROW OF STITCHING SHALL 8F A MINIMUM OF O.5° FROM HEAT- FILTER ASSEMBLY
CUT FABRIC EDGES. (TYPE 1)
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